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CUSTOMER NAME |Cablenet DATE REV DESCRIPTION BY
CUSTOMER Part No. |67 XXXX 2014.07.01 | A0 NEW Sally
2014.07.08 | A0 change the conductor description Sally
A 2014.10.22 | A1 change the company logo Sally A
2014.10.23 | A2 change the wire description Sally
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c \\PLUG \MOLDING MOLDING/ PLUG// c
LENGTH
| Marking: CAT5E U/UTP 24AWGX4P PATCH ANSI/TIA-568-C.2 & ISO/IEC 11801 ED.2 & EN |
<FP1265> 50288-6-2 FOR GIGABIT ETHERNET
P ' PINOUT P
. PA/R P1(T568B WIRE P2 (T568B
Insulation / ( . ) o ( . ) |
Jacket
Conductor 1 5 ORG 5
E 3 WHT/GRN 3 E
orange 2 green 3 )
white/orange| white/green 6 GRN 6
L Bare Copper 24AWG 4 BL 4 L
Conductor |7/, 150 o6m blue 1 brown 4 3 v
Thickness:MIN at any point:0. 15mm .
Insulation | Wi nc:0.2m white/blue | white/brown 5 WHT/BLU 5
F Jacket PVC T}Adcknes?:ml;li E‘t]Gz?g'y4g§;nt :0. 42mm 4 7 WHT/BRN 7 F
Diameter:5.3 + 0. 15mm 8 BRN 8
- Wire |CAT.5E U/UTP 24AWG*4P rsel A | 185 -
Plug YU-01 8P8C Gold Flush (mm) Critical Normal General
Length | XX 0-15 +0.05 +0.10 10 Part No. |67 XXXX
G Col XX 15-60 +0.10 +0.20 o Description| CAT.5E U/UTP W/O CROSS 24WAG*4P YU-01 L-846 G
0.or 60-150 +0.15 $0.35 5 UNIT mm APPROVAL | EHECKER DRAWER
150-350 +0.20 +0.50 s PAGE 11 [ ) 1003
350-1000 | +0.40 +0.65 +2.0 | Draw.No. - Sally
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